
HOT MELT CARPET SEAMING TAPE

TM

10 PLUS
“100% Employee Owned”

Made for:

HOT MELT CARPET SEAMING TAPE
Low Smoke · Low Odor

Silicone Release

Recommended for:
Light to medium 

residential foot traffic

For jute and ActionBac® Carpets

ONE 66 FOOT ROLL (20.1METERS)

Low Melt:
For best results, 

set iron temp
between 2-3 on 

the dial

CINTA PARA ALFOMBRA

Poco Humo · Poco Olor
Liberación de Silicona

Recomendado para:
Zonas de poco 

o medio transito
Made in the USA

TM

20 PLUS
“100% Employee Owned”

Made for:

HOT MELT CARPET SEAMING TAPE

9 Beads
Low Smoke · Low Odor

Recommended for:
Light to Medium Traffic Areas 

ONE 66 FOOT ROLL (20.1METERS)

Low Melt:
For best results, 

set iron temp
between 2-3 on 

the dial

CINTA PARA ALFOMBRA

9 lineas de adhesivo
Poco Humo · Poco Olor

Recomendado para:
Areas de trafico 
ligero a mediano

Made in the USA

TM

40 PLUS
“100% Employee Owned”

Made for:

HOT MELT CARPET SEAMING TAPE

9 Beads
Low Smoke · Low Odor

Recommended for:
Light to Heavy Traffic Areas 

ONE 66 FOOT ROLL (20.1METERS)

Low Melt:
For best results, 

set iron temp
between 2-3 on 

the dial

CINTA PARA ALFOMBRA

9 lineas de adhesivo
Poco Humo · Poco Olor

Recomendado para:
Areas de trafico 
ligero a pesado

Made in the USA

TM

50 PLUS
“100% Employee Owned”

Made for:

4” WIDE HOT MELT CARPET SEAMING TAPE

11 Beads
Low Smoke · Low Odor

Recommended for:
Heavy Commercial & 

Residential Traffic Areas 

ONE 66 FOOT ROLL (20.1METERS)

Low Melt:
For best results, 

set iron temp
between 2-3 on 

the dial

CINTA PARA ALFOMBRA

11 lineas de adhesivo
Poco Humo · Poco Olor

Recomendado para:
Trafico pesado en 

commercial y 
residencial zonasMade in the USA

TM

GOLD LINE PLUS
“100% Employee Owned”

Made for:

HOT MELT CARPET SEAMING TAPE
Woven Bonded Scrim Tape with a White Adhesive

No Smoke · No Odor
Silicone Release

Recommended for:
Residential applications

For Low Pile & Level Loop, 
Jute & ActionBac® Carpets

ONE 66 FOOT ROLL (20.1METERS)

CINTA PARA ALFOMBRA

No Humo · No Olor
Liberación de Silicona

Recomendado para:
Aplicaciones 
residenciales

Made in the USA

Low Melt:
For best results, 

set iron temp
between 2-3 on 

the dial

• Up to 25% more fiberglass reinforcement

• 10 loops per inch on all AnchorTM Plus Seam 
   Tapes (most manufacturers use 5 ½ to 6) 

• Thinner filament fiberglass – provides more  
   flex, lower profile and less chance of seam  
   telegraph 

• Uses cotton warp yarns
   (some manufacturers use polyester because it’s cheaper) 

• Siliconized Kraft Paper – adhesive will not  
   bleed through to pad 

• Faster melting exclusive premium hot melt  
   adhesive (AnchorTM Plus Tapes perform best when melted on  
     setting #3 or less) 

• Newest State of the Art Manufacturing  
   technologies 

• AnchorTM Plus 10, 20, 40, and 50 are Amber  
   adhesive tapes and the AnchorTM Gold Line  
   Plus is a white adhesive tape 

• Low Melt - Low smoke - Low odor 

• Made in the USA
    Using Domestic & Imported Materials

Benefits of AnchorTM Seam Tapes
• Power stretch meet or exceed CR-104, CR-105  
   industry standards 

• More than enough strength to handle todays  
   carpet backings 

• Stronger – more fiberglass per inch

• Lower profile – reduces the chance of seam  
   telegraphing 

• Safer - Low Smoke, Low Odor

• Costs less


